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LS6074 Mounting Plate

Specifications

Source 28 W LED
□ White (4 000 K typical)
■ Warm white (3 000 K typical)
■ Blue (470 nm)
Other colors by request

 RGB

Control Options PWM
(0-10 V  PWM and DMX  PWM conversion available)

IP Rating IP68 to 6' (2 m)

Construction 316 marine grade stainless steel

Standard Inclusions Teflon coated cover screws 
MicroAntiLeach™ cable entry

Accessories LS6074 mounting plate

Water Temperature Rating 41 °F to 104 °F (5 °C to +40 °C)

Photometrics Refer to www.lumascape.com

Any luminaire can become hot - take care with appropriate use and placement

LS265LED Tristar

PWM DIM
OPTIONAL

The LS265LED is a high performance fountain light utilizing LED technology. The durable 
316 marine grade stainless steel housing and long life LED are an ideal combination. A 
simple and robust design allows for easy luminaire installation and there is virtually no 
need for maintenance.  The LS265LED has the added advantage of being supplied factory 
sealed, with no requirement to open the luminaire during installation. This luminaire can 
also operate in very shallow water.

OPTICAL SYSTEM
Beam Code

Narrow Medium  20˚ NM
Medium 25˚ ME(1)

Linear Horizontal  40  ̊x 20˚ LH(2)

Linear Vertical  20  ̊x 40˚ LV(2)

(1) Recommended for best RGB color mixing.
(2) Refer to beam orientation diagram.

SOURCE
Description Wattage Color Code

LED 28 W White (4 000 K typ.) 28W4
Warm white (3 000 K typ.) 28H6
Blue (470 nm) 28B4
RGB 28M4

LS265LED

LUMINAIRE INPUT VOLTAGE
Description Code

24 V DC 07(1)(2)

PWM Dimmable Driver, 24 V DC 27(2)

(1) Not available for RGB.
(2) Requires remote power supply.

CABLE LENGTH
Options Code

16.4' (5 m) 05
26.2' (8 m) 08
49.2' (15 m) 15
For custom cable length 
consult factory. Cable 
cannot be field installed.
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LS265LED Photometrics

Beam Orientations

Beam Orientation 
for the "LV" optical 
system

Beam Orientation 
for the "LH" optical 
system

Photometrics
Photometric data is based on test results from a NIST traceable testing lab. IES data is available at www.lumascape.com. 
Note: No depreciation factor is applied to the data shown.

LS265LED
4 000 K

25° Beam Angle

Power Input 32.0 W

Lumens 2014 lm

Efficacy 63 lm/W

m Center Beam lx Beam Ø

2 1719 1.0 m

5 275 2.5 m

10 69 5.0 m

12 48 6.0 m

15 31 7.6 m

C 0° C 10° C 20° C 30° C 40° C 50° C 60° C 70° C 80° C 90°

0° 6874 6874 6874 6874 6874 6874 6874 6874 6874 6874

10° 4800 4787 4770 4737 4696 4678 4682 4660 4639 4694

20° 1776 1774 1774 1760 1734 1716 1702 1692 1697 1742

30° 447 444 435 433 437 437 438 434 433 441

40° 96 98 102 108 114 117 118 116 113 112

50° 34 34 32 28 25 25 27 26 25 27

60° 5 5 4 3 2 1 1 1 2 3

70° 0 0 0 0 0 0 0 0 0 0

80° 0 0 0 0 0 0 0 0 0 0

90° 0 0 0 0 0 0 0 0 0 0
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LS265LED
4 000 K

20° x 40° 
Beam Angle

Power Input 32 W

Lumens 1993 lm

Efficacy 62 lm/W

m Center Beam lx Beam W Beam L

2 1527 1.4 m 0.9 m

5 244 3.4 m 2.1 m

10 61 6.9 m 4.3 m

12 42 8.3 m 5.1 m

15 27 10.3 m 6.4 m

C 0° C 10° C 20° C 30° C 40° C 50° C 60° C 70° C 80° C 90°

0° 6106 6106 6106 6106 6106 6106 6106 6106 6106 6106

10° 5080 5040 4924 4727 4474 4218 4000 3839 3749 3734

20° 2766 2640 2399 2085 1781 1521 1322 1186 1109 1084

30° 999 890 753 610 477 370 294 241 211 201

40° 272 223 170 128 101 83 72 65 60 57

50° 52 52 46 39 32 26 21 18 18 19

60° 4 5 5 5 5 4 2 1 1 0

70° 0 0 0 0 0 0 0 0 0 0

80° 0 0 0 0 0 0 0 0 0 0

90° 0 0 0 0 0 0 0 0 0 0
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LS265LED
4 000 K

20° Beam Angle

Power Input 32.0 W

Lumens 2163 lm

Efficacy 68 lm/W

m Center Beam lx Beam Ø

2 2944 0.8 m

5 471 2.1 m

10 118 4.1 m

12 82 4.9 m

15 52 6.2 m

C 0° C 10° C 20° C 30° C 40° C 50° C 60° C 70° C 80° C 90°

0° 11776117761177611776117761177611776117761177611776

10° 6763 6800 6778 6753 6743 6709 6646 6585 6579 6564

20° 1057 1087 1103 1072 1049 1044 1029 1003 984 990

30° 252 240 229 222 222 228 239 247 252 252

40° 90 88 86 86 86 86 85 86 95 100

50° 18 25 28 31 32 28 25 20 18 17

60° 1 2 4 6 4 3 2 1 1 1

70° 0 0 0 0 0 0 0 0 0 0

80° 0 0 0 0 0 0 0 0 0 0

90° 0 0 0 0 0 0 0 0 0 0
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